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NOTES:
1. X = 5 FEET (MINIMUM) FROM EDGE OF CROSSWALK OR END OF CURB RADIUS, WHICHEVER IS

FURTHER FROM THE INTERSECTION.

2. STA TO PROVIDE INFORMATION REGARDING BUS TYPE, LENGTH, AND QUANTITY OF BUSES TO BE
SERVICED BY BUS STOP.

3. BUS STOP ZONE SHALL BE SIGNED AS A NO PARKING ZONE PER STANDARDS OF LOCAL
JURISDICTION.

4. REFER TO STA AND LOCAL JURISDICTION STANDARDS FOR ADDITIONAL REQUIREMENTS
REGARDING BUS STOP SHELTER DESIGN, BUS STOP SIGNS AND POSTS, CURBS, SIDEWALKS,
STREET LIGHTING, SIGNAGE, AND LANDSCAPING. COORDINATE WITH STA AND LOCAL
JURISDICTIONS.

NEARSIDE STOP

MIDBLOCK STOP

FARSIDE STOP

8' x 8' BOARDING AND ALIGHTING
PAD AND BUS STOP SIGN 10'
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8' x 8' BOARDING AND ALIGHTING
PAD AND BUS STOP SIGN

X X
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8' x 8' BOARDING AND ALIGHTING
PAD AND BUS STOP SIGN

TYPICAL BUS SHELTER,
SEE STA STANDARD PLAN
C1 FOR REQUIREMENTS
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